
The Inground 1-11gm has a fully adjustable gimble suitable for 
use with 50 and 75 watt MR16 lamps and is complete with a hex 
cell louvre and space to mount colour and lineal spread lenses.  It 
has its own 120 or 240 volt ac integral power supply and is 
dimmable and is available in a 12 volt version for use with a 
remote power supply. The luminaire can be driven over at 10km 
max (6 mph) maximum vehicle weight 1500 kg (3000lbs) or 
walked upon without damaging it and it has a ‘Flush Fit’ lens 
which stops water pooling and depositing dirt on the lens.

The Inground 1-11gm is supplied with a mounting canister. The 
lamp can be directed (up to 45 degrees from horizontal) without 
the need to remove the fitting from the canister due to the vandal-
resistant four allen head screw fixing system which attaches the 
flange to the body of the luminaire. 

Ordering Information

                               Accessories

IG1-11gm - Inground 1-11gm

 Ordering Example: 
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Inground 1-11gm
 Cat. No. IG1-11gm

DFL -

Luminaire Type Flange Option

Frosted Lens

BZ - Bronze
SS - 316 Stainless Steel

IG1-11gm BZ - Inground 1-11gm with Bronze Flange

(Accessories ordered separately)

DFL - Frosted Lens
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16” Body

Black only
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Click here for specifications on this luminaire        
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LSL - Lineal Spread 
Lens

CJK150 - Cable Joint Kit
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